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PERFECT COMPATIBILITY
E

The operating frequency The operating frequency
range of the EMS®-scaler of the SATELEC®-scaler is
is <32.000 Hz. ARTEC tips 28.000-32.000 Hz. Perfect
perfectly adapt to these compatibility of ARTEC tips
operating conditions. is ensured.

HIGHEST QUALITY

ARTEC TIPS
The magnifications clearly display the quality and show
the difference to competitive products.

TIPS OF OTHER
MANUFACTURERS

The illustrations display tip
surface 160 times magnified.

Tip of well-known European brand A

Tip of well-known Chinese brand A Tip of well-known European brand B

AG1

Removal of supragingival deposits in all quadrants.

ey TIP BOOK

MAXIMUM DURABILITY

» use of selected biomaterial

» special polishing techniques on surface
» strictest quality controls

» finest and rustproof tip surfaces

» no risk of injury for teeth

» increased durability due to extra hard titanium
nitride coating

» better check for wear* and corrosion protection

» low friction and enhanced tissue compatibility

* If the golden coating is no longer visible, changing the tip is
recommended.

ORDER FREE OF CHARGE

Even more tips can be
found in our Tip Book.
Order a free copy now!
Only available in German!

SPITZEN PRODUKTE FUR PROFIS.

wellsamed GmbH
Tel.: +49 341 27139-120
E-Mail: sales@wellsamed.de
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AG2

Removal of heavy supragingival deposits. Apply flat end to surface of teeth.
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AG3

Removal of supragingival deposits in all quadrants, including the interproximal and sulcus areas.
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AG4

Recommended for treatment of interproximal spaces and for supragingival scaling.
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